
Dometic RUA Fridge Operations 
The Dometic RUA Fridge is a 3-way Absorption fridge. It operates on 3 different power sources as required: 

1. Electricity when plugged into 240 Volt power. 
2. Gas when not plugged into 240 Volt power and parked at a standstill. 
3. Battery mode which only works when the vehicle engine is running. 
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To adjust the modes or system settings from this screen you press the button once and then turn the dial either left 
or right, each click chooses from the 3 main menu options. Choose the option you want and the press the button 
once to access that section.  

 

Turn the dial to choose the desired temperature. When the 
desired temperature is chosen, press the button once to 
confirm. Optimum setting is 4 Bars 

 

To access the Refrigerator modes just press the button when 
on the mode menu, it will look like this once pressed: 

 

To choose a mode, rotate the dial until the rectangle outline is on 
the mode you require, press button to confirm the choice, it 
should then be highlighted. To finalize the choice, rotate the dial 
until the enter icon is chosen and press to confirm  

 

Battery mode is classed as a maintenance mode, it does 
not cool the fridge it only holds the current temperature 
while driving. The fridge must be cold before travelling 
either by running it on 240 Volt or Gas at least overnight 
or for a day before departure.  

This Fridge is slow to cool down to temperature and can 
take 8 – 10 hours once turned on. It is important for the 
vehicle to be on level ground, it may not cool regardless 
of the power source it is using if not level.  

If the fridge is off, to turn it on you must press and hold 
the Large silver button until the small screen lights up. 

 



 

 

 

 

 

 

Leave the fridge in AUTO MODE, it will choose the correct 
power source as required. The Refrigerator may display an 
error regardless of the power source, if this occurs a red 
flashing and error codes will be displayed, this can occur 
on any power source if it is not available. 

Press the button for a few seconds until it beeps, let go 
immediately, the fridge will reset, and it will attempt to 
select the power source again ensure it is available. 
Pressing the button for too long will turn the fridge off. 
The error on the fridge will remain when turned on. It will 
take a few attempts when on gas be patient.  

 

if you are planning on leaving the vehicle for an 
extended period after driving, the fridge will display a 
fuel bowser. The fridge will not operate on GAS 
MODE with this symbol displayed, wait until it has 
disappeared before attempting Gas mode.  

 

The Settings menu of the fridge is only required if the 
fridge is on the wrong settings or if the vehicles deep cycle 
battery gets low on charge. In this case the fridge will go 
into battery saver mode, and it will no longer be 
functioning correctly. If this occurs the fridge will need to 
go back into Performance Mode and then back into Auto 
Mode. 

 

Push the button rotate the dial until you see the settings 
screen then push the button to confirm. 

Turn the dial to User mode, press the button once, scroll to 
the enter icon, push the button again.  

Select Performance Mode, press the button to highlight, 
rotate to the enter icon, press to confirm. 

Rotate the dial again and select settings press and rotate to 
the enter icon and press. 

 

The fan symbol will be highlighted with A2 next to it the D+ will 
also be highlighted and the square icon with the wavy line under 
it will be highlighted. 

If not, repeat the previous steps - rotate the dial to choose each 
icon and rotate to change. Do not turn on the silent mode or 
padlock symbol (child lock)  

Should the Child lock be engaged all access to fridge functions is 
restricted to release: 

Press button rapidly 3 times within 1.5 seconds temporarily. It 
will reactivate if setting not changed Child lock will reactivate in 
10 Seconds.  
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